GSA Auxiliary Light
Supplemental Mount / Repair Kit
Instructions:

#1 Unplug lights by pinching the clips
located on the sides of the plug. While
pinching the clips, pull down and the plug
will be removed. Do not force the plug
out. Stop to see that you are disengaging
both clips.

#4 Before you can separate the two halves
you will need to cut or ﬁle through a small
section of glue. Looking at the light from
the front, the glued section is usually on
the left seam that goes front to back. Cut
along the seam until the cover comes
apart. You can use an X-Acto Knife, ﬁle or
dremel. Take your time to cut through the
glue and do not force the halves apart.
You end up with a broken light ring. (The
good news is you have a way to ﬁx it
sitting in front of you.)

#6 Holding all of the pieces together,
insert the four screws into the rear cover. It
is best to leave the screws loose until they
are all in. Then fully tighten each screw.

#7 Attach the assembled light to the bar
with the torx bolt. Use the 10mm wrench
and 30 torx and tighten.

#2 To remove the light from the bar you
will need a 10mm wrench and a 30 torx.
Remove the bolt and separate the light
from the bar.

#3 Remove the four screws that hold the
covers together. You will need a 15 torx. If
you have not had the light cover and ring
apart, do not pull the halves apart until you
have ﬁled through the glued section. See
step #4.
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#5 With the covers apart you have the
front ring, light and rear cover. The front
ring will go to the front of the Black
Diamond light cover. Note that the tabs
from the front ring will pass through the
cover and align with the light. The light
will be installed from the rear. Line up the
holes. Now insert the rear cover aligning
the tabs and screw holes.

#8 Re-attach the plug to the light. Check
that the light is working.

